2238TB-I
Electric Beauty Bed

User Manual

Welcome to use our 2238TB-I Beauty Bed.
Before use the bed, please read the user manual carefully, thanks. A0
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1.About This Manual
This manual shall only be used for the reference of operation of this particular model. If the
manual is used for other purposes, SilverFox will not undertake any according consequences and
responsibility. All information of this manual shall be protected by copyright and shall not be
copied, copied and translated in any part of this specification without the written consent of our
company SILVERFOX.
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4.Structure of electric beauty bed
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5.Serviceable range
This electric beauty bed is suitable for beauty and massage treatment.

6.Installation
1. Put the bed to a proper location, according to the overall layout, the daylighting or artificial
lightings and operation condition of the salon's or the home. And keep it in the clean, dry and
cool operating environment.
2. Open the Packing Carton to Check Open the packing carton, check if the bed is intact and
whether the accessories or spares are complete. Please contact distributor or us if there’s any
problem.
3. Installation
Place the bed to the proper position. Please note that it is unnecessary to install extra screw on
the floor to fasten the bed, because the original design has take the stability performance into
consideration. But please ensure the bed is placed on a firm and flat ground, so as to prevent
any accident. If the bed rotates or slant due to rough ground, you could adjust the four pieces of
plastic feet (M10×30) and nuts (M10) by hexagon open-end wrench, which are fasten on the
bottom panel, so as to ensure the bed is stable.
4. Power Input:
Voltage and frequency input shall be AC 100-130, 50/60Hz or 220-240V, 50/60Hz. Plug the bed
on the power supply properly. (Details as shown below)
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7.Operation Instruction
1.Standard configuration
(Hand Controller)

2.Optional configuration (Foot Controller)
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8.Technical Parameters

95 kg

2238TB-I
AC 100～120V , 50Hz/60Hz OR AC 220～240V, 50Hz/60Hz
300W
0℃～+ 40℃
30%～90%

70

°±
2%

765mm

175 kg

504mm

404mm

250mm

27°±2%

9.Maintenance
After every treatment, please use neutral reagent to clear the dust, stains on leather or the plastic
cover. This is to prevent premature aging of the leather and plastic cover.

10.Circuit system connection diagram
AC 100-120V ,50Hz/60Hz ORAC 220-240V,50Hz/60Hz

Power

Hand controller

Foot controller
(optional)
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11.Troubleshooting
The fault phenomenon

Reason

Solution

1.The power cord is unconnected 1. Connect the power cord or plug
or not plugged well
it well
2. Poor quality of the manual
controller
Can't go up or
down normally

3. Poor quality of the foot control
switch
4. Poor quality of the controller
box
5. Rupture of motor tail

2. Replace the manual control
panel
3, If problem is still not solved
after replacing the manual
controller or foot control switch,
please contact maintenance
center or supplier to clear the
trouble.

6. Motor detonation

Abnormal sound

1. The rotating parts lack of
lubricating oil
2, Rotating position (such as
hinge, P, O, M sets) Lack of
lubricating oil
3. Motor quality problems

1. Add lubricating oil
2. Add lubricating oil

3. Replace the motor

Please check and verify products' specifications before use and this
manual is only used for reference. The product specifications will be
subject to change or update without further notice.

